
146 

 

DAFTAR PUSTAKA 

Alaerts, G dan Santika, S. 1987. Metoda Penelitian Air. Surabaya: Usaha Nasional  

Alison L. George, Graham F. White "Optimization of the methylene blue assay 

for anionic surfactants added to estuarine and marine water" 

Environmental Toxicology and Chemistry 1999, Volume 18, pages 2232–

2236.  

Barry G. Oliver and John H. Carey. Journal (Water Pollution Control 

Federation).Vol. 48, No. 11 (Nov., 1976), pp. 2619-2624  

Boyd, C.E. 1990. Water Quality In Ponds For Aquaculture. Agriculture 

Experiment Station, Auburn University, Alabama.  

Cavaseno, Vincent. 1980. Industrial Wastewater and Solid Waste Engineering, 

New York: McGraw-Hill Publications Co. Chamim, A.N.N. & Iswanto, 

2011. Implementasi Mikrokontroler Untuk Pengendalian Lampu Dengan 

Sms. In Prosending Retii 6.  

Chow, Ven Te. 1959. Open Channel Hydraulics. New York, USA: Mc. Graw-Hill 

Book company, Inc.  

Connel, D.W.; Miller, G.J., 1995, Kimia dan Ekotoksikologi Pencemaran, 

UIPress:Jakarta  

Eckenfelder, W., W. 2000. Industrial Water Pollution Control 3rd edition. 

Singapore: McGraw-Hill Companies, Inc.  

Kawamura, S. 2000. Intergrated Design and Operation of Water Treatment 

Facilities 2 nd. New York: John Wiley and Sons, Inc.  

Masduqi, Ali dan Abdu F. Assomadi. 2016. Operasi & Proses Pengolahan Air 

Edisi Kedua. Surabaya: ITS Press. 139  

Mays, L.W. 1996. Water Resources Handbook. McGraw-Hill. New York. viii  

Meyer, L.H., 1973. Food Chemistry. Reinhold Publishing Co Inc. New York 

Metcalf & Eddy. 1991. Wastewater Engineering: Treatment, Disposal, and Reuse 

3rd edition, hal 840. New York: McGraw-Hill Book Company.  

Metcalf & Eddy. 2003. Wastewater Engineering: Treatment and Reuse 4th 

edition, hal 316. New York: McGraw-Hill Companies, Inc.  



147 

 

PERATURAN GUBERNUR JAWA TIMUR NOMOR 72 TAHUN 2013 

TENTANG BAKU MUTU AIR LIMBAH BAGI INDUSTRI 

DAN/ATAU KEGIATAN USAHA LAINNYA  

Qasim, Syed R. 1985. Wastewater Treatment Plant: Planning, Design, and 

Operation, hal 161. New York: CBS College Publishing.  

Qasim, Syed R., Motley & Zhu, G. 2000. Water Works Engineering: Planning, 

Design, and Operation. London: Prentice-Hall.  

Said, Nusa Idaman. 2005. Penggunaan Media Serat Plastik Pada Proses Biofilter 

Tercelup Untuk Pengolahan Air Limbah Rumah Tangga Non Toilet. JAI 

Vol. 1 , No.2. BPPT. Said, Nusa Idaman. 2017. Teknologi Pengolahan Air 

Limbah, Teori dan Aplikasi. Jakarta: Penerbit Erlangga.  

Sperling MV. 2007. Biological Wastewater Treatment: Wastewater 

Characteristics, Treatment and Disposal, hal 15. London: IWA Pub.  

Supriyono, E.; Takashima, F.; Strussman, C.A., 1998, Toxicity of LAS to Juvenile  

Kuruma Shrimp, Penaeus japonicus : A Histopathological Study On Acute and 

Subchronic Levels, Journal of Tokyo University of Fisheries, Japan,Vol. 

85- 1-10 

  


